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ENGINE MANUFACTURER

Volvo Komatsu CAT® HINO

ENGINE MODEL

D13J SAA 6D 114E-3 C9.3 ACERT J08E-VV

DISPLACEMENT

12.8 ltr 8.27 ltr 9.3 ltr 7.684 ltr

ENGINE OUTPUT - NET

229 kW 184 kW 228 kW 201 kW

ENGINE OUTPUT - GROSS

230 kW 194 kW 238 kW 213 kW

TRANSPORT LENGTH - STRAIGHT BOOM

11420 mm 12670 mm - 13310 mm

TRANSPORT HEIGHT - OVER STRAIGHT BOOM

3960 mm 3165 mm - 3700 mm

MAXIMUM REACH - STRAIGHT BOOM - STANDARD

11825 mm 12540 mm - 11850 mm

MAXIMUM REACH - STRAIGHT BOOM

12500 mm 12540 mm - 11850 mm

MAXIMUM HEIGHT - STRAIGHT BOOM

14090 mm 14020 mm - 13680 mm

MAXIMUM VERTICAL WALL - STRAIGHT BOOM

4815 mm 4910 mm - -

COMPARE EC380E STRAIGHT BOOM WITH COMPETITORS

Machine comparisons powered by Spec Check, an independent source of competitive data. Please note
that all models might not be available in all countries, and that features and specifications may differ from

one market to another.

VOLVO 
EC 380 E STRAIGHT BOOM

KOMATSU 
PC 350 NLC-8 HRD (VARIABLE
U/C)

CATERPILLAR 
340 F UHD

KOBELCO 
SK 400 D LC-10
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MAXIMUM DEPTH - STRAIGHT BOOM

6500 mm 5550 mm - 6210 mm

REFERENCE BOOM FOR LIFT

6800 mm - - -

REFERENCE DIPPER FOR LIFT

3900 mm 3200 mm - 3300 mm

STRAIGHT BOOM HEIGHT @MAX REACH

1500 mm 2000 mm - 1500 mm

MAX LIFT @ MAX REACH-STRAIGHT

5820 kg 4750 kg - 5050 kg

OPERATING WEIGHT

53310 kg 54195 kg 50100 kg 49600 kg

GROUND BEARING PRESSURE

95.1 kPa 76.5 kPa 80 kPa 93 kPa
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